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[bookmark: _Toc280089725][bookmark: _Toc280093377][bookmark: _Toc276989674][bookmark: _Toc280087280]NG	Sample Appendices
NG 	SAMPLE APPENDIX 26/1: CONCRETE FOR ANCILLARY PURPOSES
[bookmark: _GoBack]	[Note to compiler: Special requirements for Concrete for Ancillary Purposes, e.g. sulphate-resisting cement,nominal maximum aggregate size, requirements for surface finishes etc. should be listed here. Also to distinguish different mix designs, mix references should be listed here but differentiated from those for structural concrete in Appendix 17/1]
[bookmark: _Toc276989675][bookmark: _Toc280087281]NG 	SAMPLE APPENDIX 26/2: BEDDING MORTAR
	[Note to compiler: Include here:]
1	Compressive strength and flow characteristic requirements. [Where different from 2601.1(I & (ii))]
2	Maximum stress in the mortar [2601].
2	Locations at which permanent metal shims are acceptable [2601.3 (v)].
3	Early loading requirements [For bridge bearings, cross-reference should be made to Appendix 21/1].
[bookmark: _Toc276989676][bookmark: _Toc280087282]NG 	SAMPLE APPENDIX 26/3: CORED THERMOPLASTIC NODE MARKERS
	[Note to compiler: Include here:]
1	Locations of node markers [2606.1].
2	Copies of existing site records.
3	References for the re-establishment of existing node markers.
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