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[Note to the compiler: This should include]

1	Identification of the plans and details of the survey [2904.1]

2	The location of the surveys is to be detailed in accordance with sub-Clause NG2908.8 [2904.2]

3	Requirement for Pre-cleansing [2904.4]

4 	Where traffic management is to be provided by the Contractor details of the Employer’s requirements in respect of the traffic management should be inserted. [2904.6]

5	Restricted working hours or work periods outside normal hours to be scheduled. [2904.12]

6 	Responsibility for clearing blockages to be stated. [2904.13]

7 	The content of the survey report, including number of copies and types should be specified [2905.1]

8 	Requirement for items of the survey report to be provided to the Employer’s Representative [Specialist responsible for the design of the Works] during the survey. [2905.2]

9	 Recording format should be specified [2905.5]

10	 Changes to the coding used for the survey should be specified [2905.8]

11 	Photograph size should be stated if different from specification [2905.13]

12	 Requirement for colour film or digital imager should be stated [2905.13]

13	 Photographs intervals should be defined [2905.14]

14	 The format for the presentation of survey photographs is to be specified. [2905.18]

15 	The format for the presentation of photograph negatives where different to the specification [2905.19]

16	 Requirement to photograph defects, features and condition to be stated [2908.10]

17 	Where the removal and replacement of all manhole or access chamber covers will be undertaken by the Empolyer, this should be stated [2909.1]


January 2009		1
