[bookmark: _Toc280089725][bookmark: _Toc280093377]NG	Sample Appendices
NG Sample Appendix 2/1: List of Buildings, etc., to be Demolished Or Partially Demolished
[Note to compiler: List the buildings and structures to be demolished or partially demolished together with any further requirements including underground structures to be removed .]
	Address
	Description 
	Drawing No.
	Ref No.
	Requirements

	
	
	
	
	



[The column headed ‘Requirements’ is available for including such instructions as:]
(i)	Restrictions on when buildings, etc. can be demolished or partially demolished.
(ii)	Any particular precautions to be taken during demolition.
(iii)	Extent of demolition.
(iv)	Method of filling voids.
(v)	Material to be retained.
(vi)	Treatment of adjoining properties, waterproofing, etc.
(vii)	Identification to any hazardous materials, cross referenced to Appendix 2/5.
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NG Sample Appendix 2/2: Filling of Trenches and Pipes
[Note to compiler: If it is wished to vary the requirements of sub-Clause 201.4, state the particulars in this Appendix.  Examples are:]
(i)	Removal of pipes, services, etc. over 1 m below formation.
(ii)	Filling of pipes over 1 m below formation.
(iii)	Backfilling of trenches.
(iv)	Retention of pipes, services, etc. within 1 m of formation.

NG Sample Appendix 2/3: Retention of Material Arising from Site Clearance
[Note to compiler: The following is a list of more common materials arising from site clearance and should be amended and developed as appropriate.]
	Description
	Location
	Delivered to:
	Requirements

	Kerbs, quadrants
Paving
Setts
Chamber covers
Gully gratings and frames
Gates and Fencing
Safety fence components
Traffic signs
Bollards
Road studs
Traffic signals
Road lighting columns
Lanterns
Electrical equipment
Communications equipment
Cables
Timber arising from trees
	
	
	



[The column headed ‘Requirements’ is available for including such instructions as:]
(i)	Disconnection of electrical supplies.
(ii)	Transportation of equipment.
(iii)	Stacking/storage of material.
(iv)	Reinstatement of voids left by removal of equipment.


NG Sample Appendix 2/4: Explosives and Blasting
[Note to compiler: Insert the following text as appropriate, amended and extended as required:]
1	The Contractor’s attention is drawn to the measures for the control of noise and vibration which are included in Appendix 1/9.
2	Explosives shall not be used, except in the following locations; subject to the stated conditions 


NG Sample Appendix 2/5: Hazardous Materials
[Note to compiler: Insert the following text extended as required:]
[bookmark: _GoBack]The Local Authority has informally agreed that the following measures would be acceptable for the handling and disposal of hazardous material found in site clearance, and these are given here as a guide.
